HiIGIE=N THREE PHASE INDUCTION MOTOR | TEFC

OUTLINE DIMENSION
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SHAFT EXTENSION
<NOTE>
1. TYPE : TEFC(Totally Enclosed Fan Cooled 4. CAST TIRON FRAME AND CAST IRON END BRACKETS.
FOOT MOUNTED TYPE 5. STAINLESS STEEL NAME PIATE WITH
2. THE TOLERANCE FOR THE KEY DIMENSIONS CONNECTION DIAGRAM.
IS IN ACCORDANCE WITH KS B 1311-84 6. STEEL FAN COVER AND TERMINAL BOX.
3. THE TERMINAL BOX MAY BE ROTATED 7. HIGH EFFICIENCY MOTOR.
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FRAME | OUTPUT . BEARING NO. APPROX
O (1) P((;I;E Hz V(g)rs INS. | pROTECTION %ﬁ%‘ggg RATING WEIGHT
: CLASS DRIVE | OPP.D. (Ke)

80 0.75 2 60 [220/380| F P55 1.15 CONT. | 620477 | 620377 16
UNIT | mm |SCALE| N<"|PROJECT'N| 3rd Angle TITLE OUTLINE

DESIGNED CHECKED APPROVED
2015.07.14 2015.07.14 2015.07.14
S.D.YUN S.D.YUN K1HA SUBJECT 80,:83

HIGEN Motor co., Ltd.| DWG. NO. DW—KMH—-01HK3




